
SPECIFICATIONS 

 

 
   SQUARE D REFERENCE Q2C #29894795  
    

001-00   1 Model 6 LVMCC 
Model 6 MCC - Industrial Package 
--------------------------------- 
System Voltage: 208Y/120V 3PH 4W 60Hz 
Max Available Fault Current (RMS) - 65kA 
Control Power - 120Vac 
General Purpose Type 1 Enclosure 
2000A Tin Plated Copper Horizontal Bus 
1/4" x 1" Horizontal Ground Bus, Tin Plated 
  Copper 
Class 1 Type B Wiring 
20" Deep Construction 
65kA Bus Withstand Rating 
Vertical Ground Bus, Tin Plated Copper 
White Interior 
Neutral Bus Optimum Drops per Lineup 
Seismic Qualified 
Master Nameplate Engraved with Gray 
  Surface/White Letters 
Standard Exterior Paint ANSI 49 
Equipment Mounting Height 72" 
Manual Vertical Bus Shutters 
Fishtape Barrier 
Certified Test Report 
Unit Nameplate Engraved with Gray Surface/ 
  White Letters 
Rodent Barriers 
Engineered To Order (ETO) 
2 - Section(s) with no Vertical Bus 
1 - 12" High Pull Box 
1 - Section(s) with 600A Tin Plated Copper 
      Vertical Bus 
 
DIMENSIONS AND WEIGHT 
--------------------------------- 
Dimensions: 85.00"W X 20"D X 94.5"H 
Approximate Weight: 2480.00 lbs / 1124.93 kgs 
 
INCOMING 
--------------------------------- 
Incoming Connection: Cable 
 
MAIN 
--------------------------------- 
Main Lugs Bottom Entry 2000A 
Neutral Lug Termination 
 
FULL VOLTAGE NON-REVERSING STARTERS 
--------------------------------- 
1 - 15 HP NEMA Size 3 FVNR Starter w/Circuit 
      Breaker 
    Electronic Motor Circuit Protector 
    #16 AWG MTW Control Wire 
    Control Transformer Tap 
    65kA Interrupting Rating 
    Overload Alarm LED Pilot Light (Amber) 
    Motor On LED Pilot Light Green 
      Push-to-Test 
    Control Power Transformer 150VA 
    22mm XB5 Pilot Devices 
    Motor Logic Overload 
    2 NO & 2 NC Auxiliary Electrical 
      Interlocks 
    10 Additional Wired Terminal Points 



 
FEEDERS 
--------------------------------- 
1 - Circuit Breaker Branch Feeder 600A 
    Current Limiting Breaker 
    (1) TOP EXIT/MOVE TO TOP (TAG#: 5319657) 
 
MISCELLANEOUS DEVICES 
--------------------------------- 
1 - 72" H x 30" W Special Unit 
    (1) 2000A 3PH/4W BUSWAY (TAG#: 8998P6) 
1 - 18" Configured Space 

 
Approval of drawings required 

    
002-00   1 Designation: LAYOUT OPTION #2 

I-LINE BUSWAY 
I-LINE BUSWAY 
CONSISTING OF 
SEISMIC QUALIFIED 
2000 AMP SILVER PLATED COPPER 
208Y/120V 3 PHASE 4 WIRE 60 HZ 
WITH INTEGRAL GROUND 
65K AMPS RMS SYMMETRICAL SHORT CIRCUIT RATING 
1 (PER FOOT) - TIN-PLATED COPPER BUS 
 
OUTDOOR SEGMENT OF RUN CONSISTING OF: 
------------------------------------ 
   19 FEET OF OUTDOOR FEEDER BUSWAY 
    1 FLANGED END 
    4 90 DEGREE ELBOWS 
    2 WALL / FLOOR FLANGES 
    5 FIXED HANGERS 
    1 ASSEMBLY TOOL 
    1 END CABLE TAP BOX 
 
Approval of drawings required.   

    

 


